
203 All safety chain and attachments meets or 
exceeds SAE J684 Standards                                       

All safety chain, attachments, and tie 
downs have been tested for ultimate 

strength capacities       
                                                       

TRAILER PRODUCTS          
Safety Chain Assemblies 

SAFETY CHAIN ASSEMBLIES 

Part Number 
Chain Dia. Chain Length Overall Length Chain 

Grade 
Hook 

Quantity 
Hook 
Type 

Hook Size Hook 
Grade 

Asy. Capacity 

inch inch lbs. 

31615-30-1S 

  3/16 

15 18 

30 
1 

S   3/8  43 3200 31624-30-1S 24 27 

31642-30-2S 42 48 2 

5/023-30-1SL 
TBA 

23 27 
30 

1 
SL   7/16 43 3700 

5/040-30-2SL 40 48 2 

1423-30-1S 

  1/4  

23 27 

30 

1 

S   7/16 43 5200 1440-30-2S 40 48 
2 

1446-30-2S 46 54 

1432-43-1CLH   1/4  32 35 43 1 CLH   1/4  43 7800 

8/023-30-1SL 
TBA 

23 27 
30 1 SL  17/32 43 7600 

8/032-30-1SL 32 36 

51626-43-1CLH 

  5/16 

26 30 
43 

1 CLH   5/16 
43 11700 

51631-43-1CLH 31 35 

51632-70-1CLH 32 36 70 70 18800 

3826-43-1CLH 

  3/8  

26 30 
43 

1 CLH   3/8  
43 16200 

3836-43-1CLH 26 40 

3831-70-1CLH 31 35 70 70 26400 

1236-70-1CLH   1/2  36 40 70 1 CLH   1/2  70 45200 

CUST. SPECS. Determined by customer's specifications 

CHAIN ASSEMBLIES CAN BE ASSEMBLED TO CUSTOMER'S SPECIFICATIONS 




